CCITT X.3 SUMMARY 

PARAMETER 

NUMBER 

PARAMETER 

DYNATECH 

VALUES 

1 

PAD Recall 

0 or 1 


Defined Character 

32-126 

2 

Local Echo 

0 or 1 

3 

Data Forwarding Characters 

0.1.2. 4. 6. 8.16, 18. 

32. 64.126. 127 + n 

4 

Data Forwarding Timeout 

0-255 

5 

PAD to Terminal Flow Control 

0-4 

6 

Control of PAD Service Signals 

0,1,4.5.8-15 

7 

PAD Action on Receipt of Break 
from Terminal 

0,1,2. 4. 5, 8. 16. 21 

8 

Discard Output 

0 or 1 

9 

Padding after Carriage Return 

0-255 

10 

Line Folding 

0-255 

11 

Async Speed (Read Only Parameter) 

0-18 

12 

Terminal to PAD Flow Control 

0.1, 

13 

Line Feed Insertion 

0.1.2.4-7 

14 

Padding after Line Feed 

0-255 

15 

Editing 

0 or 1 

16 

Character Delete Defined Character 

0-127 

17 

Buffer Delete Defined Character 

0-127 

18 

Buffer Display Defined Character 

0-127 

19 

Editing Service Signals 

0. 1.2. 8. 32-126 

20 

Echo Mask 

0-128+ 

21 

Parity Treatment 

0.1.2. 3 

22 

Page Wait 

0-255 




DIAGNOSTIC CAUSE TABLE 

DIAGNOSTIC CODE 


DECIMAL 

HEX 

MEANING 

0 

00 

No Additional Information 

1 

01 

Invalid P(S) 

2 

02 

Invalid P(R) 

15 

OF 


16 

10 

Packet Type Invalid 

17 

11 

Packet Type Invalid for State R1 

18 

12 

Packet Type Invalid for State R2 

19 

13 

Packet Type Invalid for State R3 

20 

14 

Packet Type Invalid for State PI 

21 

15 

Packet Type Invalid for State P2 

22 

16 

Packet Type Invalid for State P3 

23 

17 

Packet Type Invalid for State P4 

24 

18 

Packet Type Invalid for State P5 

25 

19 

Packet Type Invalid for State P6 

26 

1A 

Packet Type Invalid for State P7 

27 

IB 

Packet Type Invalid for State D1 

28 

1C 

Packet Type Invalid for State D2 

29 

ID 

Packet Type Invalid for State D3 

31 

IF 


32 

20 

Packet Not Allowed 

33 

21 

Unidentifiable Packet 

34 

22 

Call on One-Way Logical Channel 

35 

23 

Invalid Packet Type on PVC 

36 

24 

Packet on Unassigned Logical Channel 



DIAGNOSTIC CAUSE TABLE 

Continued 

DIAGNOSTIC CODE 

MEANING 



37 

2$ 

Reject not Subscribed to 

38 

26 

Packet too Short 

1 39 

i 

Packet too Long 

40 

28 

Invalid GFI 

41 

29 

Restart or Registration Packet with Non-Zero in Bits 

1 to 4 of Octetl. or Bits 1 to 8 of Octet 2 

1 42 

2A 

Packet Type Not Compatible with Facility 

43 

2B 

Unauthorized Interrupt Confinnation 

44 

2C 

Unauthorized Interrupt 

45 

2D 

Unauthorized Reject 

47 

2F 


48 

30 

Time Expired 

49 

31 

Incoming Call 

50 

32 

Clear Indication 

51 

33 

Reset Indication 

52 

34 

Restart Indication 

63 

3F 


64 

40 

Call Setup, Call Clearing or Registration Problem 

65 

41 

Facility/Registration Code Not Allowed 

66 

42 

Facility Parameter Not Allowed 

67 

43 

Invalid Called Address 

68 

44 

Invalid Calling Address 

69 

45 

Invalid Facility/Registration Length 

70 

46 

Incoming Call Barred 

71 

47 

No Logical Channel Available 

72 

48 

Call Collision 

73 

49 

Duplicate Facility Request 

74 

4A 

Non-Zero Address Length 

75 

4B 

Non-Zero Facility Length 

76 

4C 

Facility Not Provided when Expected 

77 

4D 

Invalid CCITT-Specified DTE Facility 

79 

4F 


80 

50 

Miscellaneous 

81 

51 

Improper Cause Code from DTE 

82 

52 

Non Aligned Octet 

83 

53 

' Inconsistent Q Bit Setting 

95 

5F 


96 

60 

Not Assigned 

111 

6F 


112 

70 

International Problems 

113 

71 

Remote Network Problems 

114 

72 

International Protocol Problems 

115 

73 

International Link Out of Order 

116 

74 

International Unk Busy 

117 

75 

Transit Network Facility Problem 

118 

76 

Remote Network Facility Problem 

119 

77 

International Routing Problem 

120 

78 

Temporary Routing Problem 

121 

79 

Unknown Called DNIC 

122 

7A 

Maintenance Action 

128 

80 

Reserved for Network Specific Diagnostic 

Information 

255 

FF 
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Dynatech 


Communications 


US Headquarters/Marketing 

Dynatech Communications 
991 Annapolis Way 
Woodbridge, Virginia 22191 
Telephone: (703)550-0011 
FAX: (703)550-7560 

M 

International Marketing 

Dynatech Communications 
International 
991 Annapolis Way 
Woodbridge, Virginia 22191 
Telephone: (703) 550-0011 
Telex: 494-4431 
FAX: (703) 550-7455 


European Headquarters 

Dynatech Communications SARL 
22-23 Quai Carnot 
92210 Saint-Cloud, France 
Telephone: (33)-1-47-71-01-11 
Telex: (842) 633089 
FAX: (33)-1-49-11-06-10 


European Marketing 

Dynatech Communications Ltd. 
Britannica House, High Street 
Waltham Cross, Herts EN8 7DR 
England 

Telephone: (44) 99233555 
Telex: (851) 28952 
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Dynatech Sales/Service Companies 


Canada (416) 289-2000 
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